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 Epoxy Paint Coating  
    
      User Friendly - Solvent free 

   Can be applied to Vertical surfaces. 

      Low Odour     

      Easy to apply  

      Hygienic– easy to clean     

      Excellent adhesion        

      Resistant to a wide range of chemicals.       

      Wide range of colours available. 
  
 

Description 
 

BS 301 is a general purpose, epoxy resin coating system. It is solvent free, non-flammable, 
odourless and non-toxic when dry.  Clear and pigmented variants are available.  
 
 

Areas of Use 
 

Floors, vehicle ramps, loading bays, inspection pits, production areas where aggressive chemicals 
are being used etc.  Ideal for industrial or commercial floors, vehicle maintenance bays, laboratories, 
showrooms, schools, plant rooms and food and beverage production areas.  
  

Substrates 
 

The substrate must be free from structural defects, sound i.e. of adequate compressive and 
tensile strength, permanently dry and free from laitance, dust, surface treatments or 
contamination, which would impair the bond of the BSDL product(s).  
 

Advantages 
 

Excellent resistance against aqueous media including organic acids, aromatic hydrocarbons, some 
chlorinated hydrocarbons. Hard wearing, good abrasion resistance withstands foot and light vehicular 
traffic. 
 

Mixing & Application 
 

BS 301 is supplied in pre-weighted packs consisting of Hardener and Resin. Mix full packs, do not 
attempt to split packs. 
 
Open BS 301 Hardener and Resin containers, pour the hardener into resin and mix until a uniform 
colour is achieved preferably with a slow speed electric drill with suitable mixing attachment.. 
 
Apply by brush/roller using standard painting techniques.  On porous surfaces a priming/sealing coat 
of BS 301 clear is advisable to seal the surface and ensure adequate bond. Two coats are required 
to achieve optimum protection. The second coat should be applied when the first coat is `touch dry' in 



 
approximately 3-4 hours. 
 
A non-slip finish may be achieved by sprinkling extra fine aggregate onto first coat while wet. Allow 
initial cure, brush off excess aggregate and apply second coat. Coverage rates will be         
significantly reduced and a third coat may be necessary. 
 
BS 301 should never be applied when ambient or substrate temperature is less than 5°C. 
   

Chemical Resistance 24 hrs 48  hrs 7 Days 14 Days 

Hydrochloric Acid 10% U U U U 

Nitric Acid 10% U U SA SA 

Sulphuric Acid 10% U U SA SA 

Acetic Acid 5% U U U SA 

Lactic Acid U U U SA 

Ammonium Hydroxide 5% U U U SA 

Caustic Soda 30% U U U U 

Bleach U U SD LA 

Brine U U U SD 

Sugar Solution U U U U 

Detergents U U U U 

Hydraulic Fluid (Skydrol) U U U U 

Iso Propyl Alcohol U U U U 

Lemonade Concentrate U U U U 

Water U U U U 

Petrol U U U U 

Key: U: Unaffected  D: 
Discoloured 
        A: Attacked      S : Slight 

    

All specimens were fully immersed for the 
duration of the test.  
Experiments were carried out under controlled 
laboratory conditions and are for guidance 
only 

    



 

 

 

 

 

 

 

 

 

 
 

Technical Information BS 301  

Colours  Light Grey  &  Mid Grey. Colours as Special Order 

Supplied as  Liquid 

Consumption  4.8-6.4 m2 per Kg, per coat (2 coats recommended) 

Initial setting to DIN 1164        * 60-120 minutes 

Final setting to  DIN 1164  
      * 80-160 minutes 

Set to foot traffic  * After 24 hours 

Pot Life   Approximately  45 minutes if left in tin 

 Approximately  90 minutes if applied to floor 

Dry Film Thickness 40-50 microns (Clear) 

70-90 microns (Coloured) 

Bond Strength                  
2.7N/mm (Clear) 2.2N/mm (coloured) 

  

 

 

 

 

Hazardous Substance regulations not applicable 

Storage time 12 Months  

Packaging Plastic Buckets 

 
* The above information applies at normal ambient conditions, e.g. 20 ºC and 55% Relative Humidity.  
 

Health & Safety 
 

 Care should be taken to avoid skin or eye contact. Wear gloves and protective clothing. 

 Harmful if taken internally. 

 Keep containers properly closed when not in use. Adequately ventilate the working areas. 

 Guard against naked lights and smoking. Full Health & Safety data sheets are available on 
request 

  
 

 

Disposal 
 

Do not pour directly into drains. Retain the product for later use, or if beyond shelf life, mix and allow 
curing and then disposing of in accordance with local regulations. Dispose of empty packaging in 
accordance with local regulations, or where appropriate recycle. 
 
 
 
 
 
 
 
The information contained herein is general and not intended to be specific to any substrate, project or product system. The information is 
based on our experience to-date and the results of continuous and careful testing. Varying conditions and methods of use will influence 
the practical application of this product. The products optimum performance is also dependent upon the professional judgment of the user 
and their conformity to proper trade practice, relevant standards and codes of practice for installation, which are factors outside of our 
control. 


